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Standard Accessories

Filters

Tool Box x 1 set

1/2™ Chuck x 1 set
Nozzle x 2 pcs
Extinguisher x 1 pc
Operation Manual x 1 pc

Working Lamp x 1 pc
Dielectric Cooler x 1 set

Precision Measured Machine Structure

The precision measured machine structure ensures
the optimal structural ngidity and stability.

AC servo-motor drive leads to higher machining
speed and more efficient movement.

Elevating Fluid Tank

The dielectric fluid tank is a variable elevating design,
that helps to upgrade mold setup speed.

Integrated Structure Design

The machine base, working tank and power genera-
tor is an integrated compact design, which may save
10% of space occupation compared with other types
of machine.

Windows Touch-Screen

It provides a user-friendly operational interface,
making the machine easy to leam and operate.

Advanced SMC EDM Technology Machining
Efficiency Increased by 2.5 Times

MAXSEE employs the latest developed SMC EDM
Technology for machining with graphite electrode
and hard alloy steel machining, that is able to
reduce electrode wear by 30% while increasing
machining efficiency by up to 2.5 times.

Optional Accessories 3EREEAC R

Auto Tool Changer e
ary table i
C axis system

-
MuXSEE

Technical Data F{iliE 3 RTA40 RTABO RTAR8

XY Travel XYEhiTE 400 x 300 mm 600 x 500 mm 800 x 500 mm

Z Travel ZEh{THE 400 mm 400 mm 400 mm

Max. Work Piece (LWxH) & TR 800 x 600 x 400 mm 1000 x 800 x 570 mm 1100 x 900 x 570 mm
Max. Work Piece Weight B T = 800 kg 2000 kg 3000 kg

Work Table Size T{F& R~ 740 x 390 mm 800 x 700 mm
XY Feed Rate X/YEELGEE 1000 mm/min 1000 mm/min

900 x 800 mm
1000 mm/min
XNY/Z Axis Servo XY/ZEH{E AR AC servo AC servo AC servo
Machine Net Weight M &3 3600 kg 4500 kg 5000 kg

Machine Dimension Hi& R 2064 x 2030 x 3200 mm 2600 x 2900 x 3500 mm 2700 x 3000 x 3500 mm

FoEEREAR BT RFIERE Y - BWT51THAE - Specifications are subject to change without notice.
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C-type Series &%l
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7 o Working Lamp T{EE

Auto Lubrication System BmEERM
C Type Machine Features
Sophisticated machine structure design with selected main
components assures both the machine’s accuracy and qual- Magnet Plate E@
ity. 1 micron optical scale feedback on X, Y and Z axis. The Electronic MPG BT FiEMEES

Dielectric Cooler A ANEE

table surface is heat treated for high ngidity and long wear
resistance. Precision ground ball screws coupled with servo
motors in the X and Y axes provide smooth accurate move-
ment and precise repeatability.

CNC PC based 423 - CEVEEE

CNC PC based ZHia8 Y C RIMER - FE8EZLINRE « (i
RIEBRAETMIRERENTSE - AN IHESE
ERGRENEEIN T « RFHRISIERRE  2REER
T [ b B B 0 AR e

CNC PC based controller - C type machine

CNC PC based controller uses on C type mahcine, with con-
versational operation makes users easier understand and
set the processing parameter rapidly. Side machining and
various mahcining pattems for orbit machining, and special
developed ARC-less circuit intensive monitor arc activity and
adjust process accordingly.

PC based #=#|88 fE B8 fE / PC based controller standard for
CNC C26 / P26 / C36 / P36 / Cb4 / Ph4 / Phb

P36+E50

P54+E75

SMAXSEE cwim

CESFRE B =1 —HME (CNC C26/C36/ Cb4), M5/ IE/ HiE— i et B AT/ M iEiR20% - .
C-type machine has compact series (CNC C26/C36/Cb4), machine/generator/ tank compact save up more than 20% space.

P56+ET75

P26+E30/C26+E30 P36+ES0/C36+E50 P54+ETS/CH4+ET7T5H

ltem /15 H

X,Y travel / X,Y #1712
Z travel / Z @{TH2

U travel / U #11THE
Work table / T {E&

A RMREAN - MRS E R BT ST -

280x230 mm
150 mm
150 mm

600x300 mm

380x280 mm
185 mm
230 mm

650x350 mm

Specifications are subject to change without notice.

480x 380 mm
185 mm
300 mm

850 x400 mm

580>470 mm
250 mm
450 mm

1000x550 mm

P56+E75
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Ram-type Series 3%l
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Ram Type Machine Features

Rigid structure and fixed table design with FC35 fine
grain castings reduce thermal distortion over long

hour used and eliminate vibration during machining.

Optional C axis / A axis / B axis / Auto tool changer
system is available.

CNC WINDOWS based #4452 -
RAM AlEE

CNC WINDOWS based #6738 i+ RAM U
B A TERETE - A 15" 2 HEH
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R SMC IEMNT iy » I TEENRE
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CNC WINDOWS based controller -
RAM type machine

CNC WINDOWS based controller uses on
RAM type machine, supporting optional fifth
axis. 15" full color touch screen and NC
code machining, XYZ axis work simultane-
ously. With advanced SMC EDM Technology,
compare with old circuit, the machining
speed is more than 2.5 times.
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P40+E75

EMANEEE D
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P50+E75 P66+E100
P40+E7H P50+E7TSH

XY travel / XY E1THE ‘ 400x 300 mm 600 x500 mm

Z travel / Z fiT1E 400 mm 400 mm

Work table / T {E& T50x 400 mm 800x650 mm

FRRNREAN  RERFEBE 2N  BRSTE -

Specifications are subject to change without notice.

P58+E7H
800x500 mm
400 mm
900x800 mm

P66-+E100

- 1300%700 mm
590 mm

| 1600%950 mm
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Ram-type Series 3%l
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P169+E150

ltem/EH

XY travel / X,Y #1712 \
Z travel / Z §1T1E
Work table / T{E#&
FOTRERNE M EEERE R - B SITImE -

Ram Type Machine Features

Rigid structure and fixed table design
with FC35 fine grain castings reduce
thermal distortion over long hour used
and eliminate vibration during machin-

ing.

Optional C axis / A axis / B axis /
Auto tool changer system is available.

P189+E150

P169+E150 P169 (DUAL HEAD%EEE)
1600 X 1000 | 800 X 1000
600

1600 x 1000 | 1600 x 1000

Specifications are subject to change without notice.

P189+E150
1800 X 1000

1800 X 1100

P309+E150

P209+E150

P209+E150

900 X 1000 20001000 |
600 600

1800 x 1100 1600x950 |

1000 X 1000

2000 x 1100

Standard Accessories =R
Filter ptE]

Tool Box THE

1/2" Chuck 1/2"H2 58
Nozzle P Sk I
Auto Extinguisher B &R A RE
Operation Manual BT
Working Lamp T{EE

Auto Lubrication System BEIEERM
Optional Accessories = ERC g
Magnet Plate g

C Axis C &

Auto Tool Changer B FEif
Rotary Table ind LS
Dielectric Cooler S ANEE

P309+E150
3000x1000
600
3100x1000

2100 X 1000

600

3100 X 1000
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C Type Machine Features

Sophisticated machine structure design with selected main compo-
nents assures both the machine’s accuracy and quality. The table
surface is heat treated for high rigidity and long wear resistance.

09.10

ZNC %F
Features of ZNC EDM ZNC EDM 4514
= Linear scales on 3 axes allow for feedback control * 3L E R [OHE - E S E0.005mm

= - and positioning accuracy of 0.005 mm. = 7o E NG
-#ﬁ/ﬂ’ ks i i . Compgter C_(mTIOl on Z-axis. _ .  SE BESEE R ERNE
.éN _ = Real-time display and home points setting for - AT BT RS EAINCIE
C System 3-axis positions. RHA SRR it U
» Conversational parameter setting without need of BERFBRPOENL THiEEAESRSR
- Chining depth—cor Ty s the fe v parametel any NC code. T e Y
+ EDMing in large sun‘ace and deep machmmg with two section sernvo = Automatic edge finding and workpiece rotating * FTEE R Al INLLETE - e EE R A E

fead Sﬂeeds enablp supreme machining and maintain machining accu- angle measurement. B (A SR

racy. Automatic anti fire and level protections featured. Controller offers * Machine reference point finding

micro computerm'gmtpnng When in arcing condition, control automat- = All data can be stored to eliminate troublesome

ic adjusting T-off and clean-up arced area. ' repetitive setting.

= Electrode collision protection.
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P54+E75 P56+E75

C ﬁ;ﬁﬁ%ﬁ— _*ﬁﬁ (ZNC 826 1‘; 036 .I{I C54} &%@ﬁhmﬁ_ﬁsﬂﬁﬂﬁ "J"Tﬁﬁiﬁﬁﬁﬁ 20% “ S'[ﬂﬂda}'d Accessones *E:;EEE{E

C-type machine has compact series (ZNC C26/C36/C54), machine/generator/ tank compact save up more than 20% space.

ltem /5B P26+E30 / C26+E30 P36+EH0/C36+E50 Pbh4+EYSL /ChA4+ETS PH6+E7S

X,Y travel / X,Y #1712 300x 250 mm 400x300 mm 500 %400 mm 580x470 mm

Z travel / Z #1712 150 mm 185 mm 185 mm 250 mm Optional Accessories = FEAC(H
U travel / U 1712 150 mm 230 mm 300 mm 450 mm

Work table / Iﬂfé." 600x300 mm 650x350 mm 850x450 mm 1000 %550 mm

EO TR ST S ESe Ty #1  ERR{TE Specifications are subject to change without notice.
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3dAl NVH
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Specifications =

ITEM/EH

ZNC X/Y Travel 1772

CNC X/¥ Travel 1712

Z Travel {7572

U Travel 1732

Work table size(LiW) T {E& R (Rx&E)
Max. work piece(LxXWxH)-Flush
BATH R (=xBExS)-HK

Max. work piece(LxXWxH)-Submerge
B TR (RxExm)- 13K

Max. work piece Weight 8K THES
Max. electrode weight & K ERE &
Machine net weight #2235 8
Machine Dimension # 22 (L&
Distance from work table to electrode Plate
TE&EZE SR B

Max. Dielectric level S0 {iL
Dielectric Unit Capacity i385 &
Filter 38 42

Max. Machining Current 700 T & 77
Power Input 55 5# A,

ITEM /I8 H

CNC XY Travel T35

Z Travel 1772

Work table size(LW) T{EES R (BxE)
Max. work piece(LxWxH)-Flush
BALHRAY (EExm)-HK

Max. work piece(LxWxH)-Submerge
BALH R~ (EBxExm)- =K

Max. work piece Weight &K T4 E S
Max. electrode weight S XS EE
Machine net weight #2353 8

Machine Dimension 1% 22 {5 i &
Distance from work tableto electrode Plate
TEEZE i baE

Max. Dielectric level S 70H i

Dielectric Unit Capacity A& &8

Filter 38848

Max. Machining Current B A TS
Power Input 555 H A

UNIT B4

mim
mm
mim
mm

mim

38&& 3

KVA

UNIT S
mm
mm
mm

mim

3/8&& 3

KVA

300 x 250
280 x 230
150
150
600 x 300

750 x 500 x 240

750 x 500 x 180

800
100
1700
1750 x 1875 x 2450

190-490

190
250

30

400 x 300
400
750 x 400

1200 x 750 x 430

1200 x 750 x 330

1200
300
2000
2780 x 2075 x 2550

320-720

340
600
4
75
8

300 x 250
280 x 230
150
150
600 x 300

750 x 500 x 240

750 x 500 x 180

800
100
1700
1750 x 2550 x 2450

190-490

190
250

30

600 x 500
400
800 x 650

1400 x 970 x 570

1400 x 870 x 410

2500
300
3200
3450 x 2540 x 2750

440-840

420
960
4
75
8

400 x 300
380 x 280
185
230
650 x 350

1000 x 8600 x 330

1000 x 800 x 270

1000
120
2350
1850 x 1950 x 2480

140-555

280
310
2
50
4.5

800 x 500
400
900 x 800

1480 x 1050 x 510

1480 x 1050 x 470

4000
300
4200
3900 x 3200 x 2800

450-850

480
1300
a
75
8

400 x 300
380 x 280
185
230
650 x 350

1000 x 600 x 330

1000 x 600 x 270

1000
120
2350
2800 x 1750 x 2480

140-555

280
310
2
50
4.5

1300 x 700
600 (1000 Opt.ZEfL)
1600 x 950

2100 x 1150 x 630

2100 x 1150 x 530

8000
500
8050
5000 x 4700 x 3450

680-1270

540
2450
4
100
10

500 x 400
480 x 380
185
300
850 x 450

1200 x 700 x 380

1200 x 700 x 340

1300
180
2450
2150 x 2150 x 2520

160-645

350
340
2
5
8

P169 (SINGAL HEADEEH)
1600 X 1000
600 (1000 Opt.2ZEfL)
1600 x 1000

2700 x 1460 x 600

2700 x 1460 x 540

8000
500
9000
5200 x 4620 x 3800

670-1270

550
3500
A
150
16

500 x 400
480 x 380
185
300
850 x 450

1200 x 700 x 380

1200 x 700 x 340

1300
180
2450
3400 x 2150 x 2520

160-645

350
340
2
5
8

P169 (DUAL HEADEEEE)
800 X 1000
600 (1000 Opt.2{c)
1600 x 1000

2600 x 1460 x 600

2600 x 1460 x 540

8000
500
11000
5200 x 4620 x 3800

670-1270

550
3500
8
150
16

ITEM / B H

CNC X/Y Travel 1772

Z Travel {732

Work table size(LxW) T{E& R (ExE)
Max. work piece(LxXWxH)-Flush
BATH R (=xBExaE)- K

Max. work piece(LxWxH)-Submerge
BATHRS (ExExm)- 2K

Max. work piece Weight S X THES
Max. electrode weight & K SRE S
Machine net weight #2338 E

Machine Dimension #% 22 {5 &
Distance from work tableto electrode Plate
T e ZE iR e

Max. Dielectric level S 701

Dielectric Unit Capacity i85 &

Filter #8848

Max. Machining Current 70 TE 7
Power Input S /R#N\

FOEEESRE  HEARFERE T - B R{TE -

UNIT B
mm
mim
mm

mim

38&& 3

mim

mm
Liter
pcs

Amp
KVA

P189 (SINGLE HEADEE T8)
1800 X 1000
600 (1000 Opt.iZfL)
1800 X 1100

2900 X 1460 X 600

2900 X 1460 X 540

8000
500
10000
5300 X 4680 X 3800

670-1270

550
3700
4
150
16

Specifications are subject to change without notice.

P189 (DUAL HEADEEER)
900 X 1000
600 (1000 Opt.i2f)
1800 x 1100

2800 x 1460 x 600

2800 x 1460 x 540

8000
500
12000
5300 x 4680 x 3800

670-1270

550
3700
8
150
16

P209 (SINGLE HEADEE 78)
2000 X 1000
600 (1000 Opt.i2f)
2000 x 1100

3100 x 1460 x 600

3100 x 14860 x 540

8000
500
11000
5500 x 4720 x 3800

670-1270

550
4000
4
150
16

P209 (DUAL HEADEEEH)
1000 X 1000
600 (1000 Opt.:2fL)
2000 x 1100

3000 x 1460 x 600

3000 x 1460 x 540

8000
500
13000
5200 x 4620 x 3800

670-1270

550
4000
8
150
16

P309 (SINGLE HEADE 8)
3000 X 1000
600 (1000 Opt.2EfL)
3100 X 1000

4000 X 1450 X 630

4000 X 1450 X 560

16000
500
16050
7200 X 5500 X 3850

760-1360

570
6400
4
150
16

P309 (DUAL HEADEEER)
2100 X 1000
600 (1000 Opt.i2fir)
3100 X 1000

4000 X 1450 X 630

4000 X 1450 X 560

16000
500
18550
7200 X 5500 X 3850

760-1360

570
6400
8
150
16

11.12

580 x 470
580 x 470
250
450
1000 x 550

1600 x 1000 x 650

1600 x 1000 x 480

1600
300
3200
3870 x 2500 x 3010

360-1060

490
1200
4
75
8
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MAXSEE Industry
Over 30 years of EDM Experience
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Established in 1985, MAXSEE Industry Co., Ltd.
has been dedicated to R&D, design and manufac-
turing of electric discharge machines with more
than 30 years of technical experience. At MAXSEE,
we have outstanding research and development
capabilities, enabling us to constantly develop new
machines to meet market demands and trends.
MAXSEE's wide range of products include CNC
EDM, wire EDM, drilling EDM, machining center
and high speed milling machine. The design on
each series is to enhance high speed, high
efficiency and high accuracy, that will help our
customers to stay competitive in today’s serious
competitive environment.

CNC WIRE EDM / 5% 4

HIGH SPEED MIRROR EFFECT SINKER EDM /
R RS A 0 T4

HIGH SPEED MILLING MACHINE /
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N\ Innovation F# I

Technology #%iii —

Outstanding Customized
Manufacturing Capabilities

MAXSEE's capability is not limited by building only general
popular EDMs. More importantly, we are able to offer
customized machines, total solutions and services to
meet specific requirements of machines from various
industries. MAXSEE's customers cover various industries,
such as aerospace industry, 3C industry, mold-making
plant and automotive industry, etc.

With long-term working together with various industries,
MAXSEE machines have won full dependability from
domestic and foreign customers.




