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@M Laser alignment on XY and UV,

THE CONTINUOUS ADVANCEMENT assures accurate positioning

C1 class ball screw,
reach high rigidity
and long durability

Built-in control for AWT,
position machining and
movement, enables
quick hand on

Transparent seal plate with highly

intensified material, ensure its durability operation Kl .
and quality : s
Enable to work in 6 axis
and machine the precision
Japan made linear rail Water cooling device on lower arm partiandeoliOptional)
on all 5 axes, guarantee continuously reduces thermal effect and
positioning accuracy stabilizes cutting accuracy
Internal mechanism for
0 _‘ O heavy wire spool,
| - - can be hold up to15kg
. NEW COMPACT SERIES (Optional)
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Super fine finish circuit loading heavier work piece
(Optional) FC35 fine grained cast iron and
[ ] 100% electrolysis free thermal balance feature
) = g Stainless work table in square
0 machining ;
shape design, easy of use and able

Work with various materials

.':‘![EE'.EEE from tungsten carbide to PCD

w328 Available in FW/SW 325 and
530

to load the work piece in any
place

1 micron resolution linear scales,
reaching high accuracy and closed
loop

Exclusive dual trace system by
linear scales and encoder

Key components are using the top
quality brands from Japan, Swiss,
and Spain

Intense labor scraping on casting
surface maintains machine’s
accuracy and life time endurance




AUTO WIRE THREADING SYSTEM

Featured system for total automation

Unique threading with
water jet and the best
solution for thick material

ut emptying work tank’s water,

ading in submerge and flush

up to 350mm (1270)
ime and cost
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CUT:

Material: SUS304

Wire: 0.15 mm
Thickness: 15 m
CUT. 1+2

= -

[
Material:  SKD11

Wire:/ 0.2 mm
i I{ness: 20 mm

Auto-wire threading on break point
without going back to origin.
Thi

Creating high productivity and
efficiency
1'-/‘1 +3

Thickness:

FINE FINISH EFFECT

Material: SKD11
Thickness: 100 mm
Roughness: Ra 0.2um

S Material: SLD
’“ Wire: 0.2 mm
Thickness: 100 mm

CUT: 1+1

SKD11
0.2 mm
50 mm
1+2

Material: SKD11
Wire: 0.15 mm

Thickness: 20 mm
CUT: 1+3
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B 6 axes CNC controlled with 5 axes (X, U, Z,

U, V) work simultaneously

B User friendly interface with Window base

operating system

B 15" LCD touch panel. Simply zoom, rotate
and move the graphics by finger tips
B Multiple outputs via USB, RS-232, Ethernet,

Floppy and Keyboard

B Energy saving and environment friendly

design

B Comprehensive functions on operating
system, NC program, correct molds,

editing and instant aid

B Taper cutting in sharp corner taper, corner
taper and radius taper with auto-

compensation

B Modular design: quick diagnosis and

simple maintenance
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Auto Measurement & Mold Correction
Comprehensive display and real time
update on measurement and mold
correction. Autos find edge, center, slit,
vertical, rotate and even taper
calculation. All you need for
measurement.
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Quick Parameter Settings

Just enter material, diameter, thickness,
speed & cuts, parameter will set
automatically. The cutting data can save
up to 10,000 sets and expanding by
request.

SPECIALIZED FUNCTIONS
Fine finish circuit (Optional)
Corner aid control

Inches and metrics convertible
2D/3D graphic display

Limit protection

Instant alarm system

Short circuit back up

G/M code

Absolute/incremental modes
Linear and circular interpolation (XY-UV)

Real time monitoring service(Optional)
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Auto Wire Threading

Full selections from cut numbers, cutting
power, breaking point and threading in
original point. Related coordinate table in
present, easy to view and operate.
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Flexible Programming

Programming includes edit, cut, copy,
paste and delete. File can be transmitted
via Internet, USB, RS-232 and disk.
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Clear Monitoring

Touch screen control on zoom,

rotate and move the parts for detail
graphic view. Complete monitoring on
machine time, length, compensation,
speed and other relative statistics.
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Instant Helper

Built-in E-Manual. Provide the most
convenient assistance to user and save
time in hand on operation.

SPECIFICATION

Submerge / Flush

AODEL " UNIT | BSW325/SW325 | BSW530 / SW530 | BSWS540 / SW540 BSW12?O,’SW1270

X/Y Travel mm 350/ 250
U/NV/Z Travel mm 50/ 50/ 200
Max. work piece dimension (LxWxH) | mm 700 x 450 x 180
Max. work piece weight | kg 350

Work table size (LxW) mm 560 % 410
X/Y Feed rate | mm/min 800

Wire diameter | mm $0.15-0.3
Wire tension gf 2000

Wire spool weight kg 5/ 15 (Option)

Max taper angel / workpiece thickness | mm *15/60

Max wire feed rate
Machine dimension
Machine weight

FLUID SUPPLY UNIT
Filter element

lon exchange resin
Conductivity control
Fluid Temperature control

Tank Capacity

Power Input

Circuit System
Operation System
Data Input

Display

Control Axis

Memory Capacity
Min. Command Unit
Max. Command Value

Off time select

mm/sec 400

mm 2800 x 2800 x 2400

kg 2000
Paper
L 10
| Auto
Auto
I 630

3 Phase, 22V/380V/ 15KVA

30 Amp

Window CE

Keyboard, USB, Ethernet, RS-232, Floppy
15" LCD, Full color touch screen

X, Y. U, V, Z(5 AXIS)

512 MB

0.001 mm

+9999.999 mm

1-50

850 x 500 x 200

2800 x 2800 x 2500

Submerge

500/ 300 500 /400 600 / 450

80/80/ 250 100/ 100/ 300

1000 x 800 x 250

350 500 500
710 x 460 | 768 x 668 868 x 668
800 800 800
¢0.15-0.3 $0.15-0.3 $0.15-0.3

2000 2000 2000
5/ 15 (Oplion) 5/ 15 {Option]

T15/60 =15/60 *15/60
400 400 400
3400 x 3600 x 2600

2800 3800 3800

Paper Paper Paper
10 10 10
Auto | Auto “ Auto
Auto | Auto | Auto
770 1350 1450

Surroundings

1. Within 20+ 1°C is recommended

2. Humidity below 75% RH

3. Keep machine away from direct sunlight
4. Clean and low dust environment

5. Maintain minimum floor vibration
Groudings

1. Gournd resistance 10{) or less

2. Use a 14mm? ground wire

3. An independent ground

100/ 100/ 300

1200/ 700

150/ 150/ 350

350 / 250

50/ 50/ 200

Flush
500/ 300 500/ 400 600 /450

80 /80 /250 100/ 100/ 300

100/ 100/ 300

800 / 450

100/ 100/ 300

1200/ 700

150 / 150 / 350

1100 x 800 x 250

1530 x 970

5/ 15 (Option) 5/ 15 (Option) 5/ 15 (Option)

1600 x 1000 x 310 | 800 x 550 x 200 | 850 x 550 x 250

1500 350 350

H60 x 410 710 % 460

800 800 800
$0.15-0.3 $0.15-0.3 @0150.3
2000 2000 2000

5/ 15 (Option)

fa]

+15/60 +15/80 *15/60

400 400 400

7000 1800 2500
Paper Paper | Paper
10 - 10 “ 10
Auto - Auto | Auto
Auto - Auto | Auto

4800 - 420 | 420

STANDARD ACCESSORIES

Auto vertical alightment JIG ..........ooooviiiiinnn,
Diamond wire guides 0.25 mm ........cccooovnnnnnns
Remote controller

Operation manual

TOOL DOK icssniimnammmisssimsisosuamse e s
Brass Wire (0.25mm, 5ka) ....cooiiiiiiiiinn,
B Lo L] 1 (] G S P
Upper and lower flushing nozzle ...................
Energizing plate

Clamping o0t ams i

768 x 668

$0.15-0.3

5/ 15 (Oplion)

+15/60

600

800

2000

400

3400

Paper

10

1000 % 800 x 300 | 1250 x 850 x 300 | 1350 x 850 x 300 | 1600 x 1000 x 350

600 600 1500
868 » 668 | 1068 x 6/0 1530 x 870
800 - 800 800
$#0.15-0.3 - $0.15-0.3 | ¢0.15-0.3
2000 [ 2000 | 2000
5/ 15 (Oplion) | 5/ 15 (Option) | 5/ 15 (Option)
*15/860 *+15/60 . T15/60
400 - 400 | 400

3400 x 3500 x 2500 5300 x 5000 x 2800 13100 x 2400 x 2400|3300x 2700 x 2400 3400 3600 x 2600| 3200x 3500 x 2500| 3800x 3500 x 2500 3100x 4500 x 2300

3600 4000 6500
Papel Paper Paper
10 10 10
Auto Auto Auto
Auto Auto Auto
420 ' 420 580
OPTIONS

Rotary B axis

Built-in 15 Kg spool capacity(can hold up to 15
kgs or by request)

Fine finish circuit

Voltage regulator (15 KVA)

Transformer

Real time monitoring service

Chiller

Auto wire threading
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MAX SEE INDUSTRY CO., LTD.

No. 6, 35th Rd., Taichung Industrial District, AGENT =

Taichung City, Taiwan, R.O.C.

TEL: 886-4-2359-7668
FAX: 886-4-2359-7670

E-mail: info@maxsee.com.tw

Http: www.maxsee.com.tw
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